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Abstract— This work aims to describe the analysis of a design method called Adaptive Model-free control,
evaluating its results by comparing them to a well established self-tuning adaptive scheme. The Model-free
control design is a generalization of the Model Reference Adaptive System, but posed as a direct self-tuner,
i.e., the controller is directly identified and not the plant model itself, adapting the control law to guarantee a
prescribed closed-loop behavior settled by a reference model. On the other hand, a classical adaptive method
by indirect self-tuning is used as a frame of reference for this analysis. Both methods are explored within a
digital PID structure capable of guaranteeing asymptotic reference tracking governed by a prescribed first-order
reference model. The analysis is conducted by simulations and by practical experiments with a real under-damped

electronic circuit. Results are presented in graphics, measured errors and statistical deviation.

Keywords— Model-free control, adaptive control, self-tuning control, PID control.

1 Introduction

Adaptive control has been used more frequently
in order to improve the controller performance
against structural nonlinearities or temporal chan-
ges on plant model parameters. In this work, the
self-tuning type through an Adaptive Model-free
(MF) technique for guaranteed asymptotic trac-
king is considered (Silveira et al., 2012), whilst
comparing its results to a plant model-dependent
self-tuning technique.

To conduct the analysis of the MF and
the model-dependent controller design techniques,
two similar ways to implement adaptive control
systems are used: the first is based on direct self-
tuning, i.e., the direct estimation of the control-
ler (Kirecci et al., 2003); the second way uses
plant model online identification. For both ways,
the Recursive Least-Squares (RLS) algorithm is
used as parameter estimator (Astrém and Wit-
tenmark, 1995).

2 Plant description and controller
syntheses

Design methods used in this analysis are based
on classical indirect self-tuning, such as the one
presented by Lim (1990), with estimation of plant
parameters; and the MF case, that consists in pre-
setting a reference model (RM) for the closed-loop
behavior that will govern the adaptation of the
control law in order to guarantee the matching
between the RM output and the real plant con-
trolled output itself, that may have completely
different open-loop characteristics. To give more
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emphasis to this, an under-damped plant will be
put to behave like a first-order RM in order to
have asymptotic reference tracking.

2.1 Plant description

The physical plant developed to conduct all con-
sidered experiments in this work consists in an
active second-order RC filter made of operati-
onal amplifiers, resistors and capacitors. Its
continuous-time model is given by

1/ (2R*C?)
s? + Gays + 1/ (2R2C?)

G(s) = (1)

and using the sampling period Ts = 0.1 seconds,
the ZOH equivalent is given by
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This plant is under-damped in open-loop, with a
damping ratio of 0.35 and natural frequency of
6.31 rad/s. The I/O range is of 0V to 5V.

2.2 Self-tuning PID controller design

This first design method presented is based on
Lim (1990), which describes a way to force the
closed-loop behavior by cancelling the open-loop
poles of the plant — which leads to a design te-
chnique applicable only to stable systems (Seborg
et al., 2004). The goal is to impose a first-order
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behavior, settled by the RM where a single tuning
parameter is required. This is the closed-loop time
constant, 7.;, of the RM, so that a discrete RM ba-
sed on a real discrete pole zp can be specified as

y (k) (1—2p)z1

— —

ur () )

1—zpz—

where y(k) is the output, y.(k) is a reference
sequence, and the discrete real pole relationship
with 7 is given by z2p = e_(TTcSl )

The RLS estimator is used to determine the
plant parameters in this model-dependent appro-
ach, in order to produce controller zeros to cancel
the plant open-loop poles. For this, consider the
digital PID controller,

U(z™1) 1

BE(z1)

So + 8127
1— 21 ’

where E(z71) denotes the error between y,.(k) and
y(k), and the PID model-based tuning is given by:

- (1—ZD) o (1—2[))
TR hetb (6)
S1 = &180, (7)
S9 = dQSO, (8)

using the hat () symbol to denote estimated pa-
rameters of a model as shown in (2).

The RLS algorithm needs to be structured to
identify a second order system — which is readily
available in (Astrom and Wittenmark, 1995).

2.8 Model-free control

The objective is to produce a control sequence in
order to guarantee the matching of the measured
plant output with the RM output, similar to Mo-
del Reference Adaptive System, MRAS (Astrém
and Wittenmark, 1995), but in the MF technique
the RM output is not simulated (the RM output is
not generated), but an analytical approach is con-
sidered. Another interesting feature is that the
controller can assume a PID or I4+PD form, whe-
reas the indirect self-tuning PID shown in Section
2.2 cannot.

The analytical approach of RM in the MF de-
sign considers that the RM in (4) is rewritten in
the following form (Silveira et al., 2012):

Y (z71)

Yo(z7)

B (27127t
Ap(z71) 7

9)

where Y,,,(271) is the RM output.

The RM shown in (9) is now generalized in
such a way it could cope with the requirements of
a large number of linear discrete systems.
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2.3.1 PID Model-free control synthesis

The MF control problem, using a digital PID con-
troller, is to adapt the control law shown in (5)
to eliminate the error E(z~1) and simultaneously
guarantee that Y (z71) — Y,,(z7!). Considering
A =1—271, the PID control law could be rewrit-
ten into an adaptive form, where

AUz = (80 + 8127 + 527 2) E(z71), (10)
AU =8NV -YEY]. 11
In order to guarantee that the error
E(z71) will vanish with time and simultaneously

V(27 = Y (z7h), ie. Y(271) =V, (271), Eq.
(9) is reorganized to

A (271
B (z71)z"1

which is substituted into (11), leading to
AUz ™Y =

Yo (27 = YY), (12)

(13)

T e v,
Bn(z" Yz tAU (7Y = (14)
S [An(z™) = Bu(z 2 Y (2,
Upm (271 = S(z7H) Yapm (z7H). (15)

It is important to observe that if we find
S(z~1) that satisfies the equality shown in (15),
we also satisfy (11) by forcing Y (271) — Y,,(271)
through (12). Since Uy, (271) and Yapm,(271) in
(15) are realizable, they can be considered as ge-
neralized outputs based on past and up to pre-
sent data of the plant input and output sequences.
That is,

Sz

Upm (271 = B (272 AU (27Y), (16)
Yoo (274 = [Am(zfl) — Bm(zfl)zfl] Y(z7h).
(17)

_ The RLS algorithm can be used to estimate
S(271) based on (16) and (17) if the RLS problem
is posed in the following manner:

Uy (k) = ¢70, (18)

(bT = [ yabm(k) yabm(k - 1) yabm(k - 2) ] s
(19)

0" =[5 & 3], (20)

where U, (k) is an estimate of wy,, (k) based on
the regressors vector ¢’ and parameters vector
0. When tpm(k) — upm(k), not only the servo
problem is guaranteed, but also the closed-loop
dynamics would match the RM dynamics.

Specifically for the first-order model shown in
(4), equations (16) and (17) could be implemented
by the following two recursive equations:

Upm (k) = (1 — zq) Au(k — 1),
Yabm (k) = y(k) —y(k — 1) = Ay(k).



The RLS estimation error is observed by looking
to the measurable up,, (k) computed by (21) and
comparing it to the estimated one shown in (18).
In this way, the algorithm would converge and
adapt the digital PID control law with innovations
of the estimated S(z~!) polynomial.

2.3.2 I+4PD Model-free control synthesis

The MF control problem for the I+PD case chan-
ges only due to the differences posed by the struc-
ture of the controller (Jesus and Barbosa, 2015).
The I+PD, from the discrete case viewpoint, mer-
ges the benefits of the digital PID to the regula-
tory problem with the benefit of the incremental
action to the servo problem. In this manner, this
structure avoids the derivative kick.

A digital I4+PD control law is given by:

AU(Y =Y (27 = SEHY (271, (23)
Note in (23) that the S(z~') polynomial now af-
fects only the output of the system, whilst the
scalar parameter to affects the reference sequence
in order to compensate the setpoint offset.

The I+PD MF control synthesis is handled
in the same way as in the PID case. By substi-
tution of Y,.(271) by (12) into the I+PD control
law shown in (23), the controller is posed again to
simultaneously attend servo and model reference
dynamics characteristics, leading to

AUz Y = (24)
; An(zTh o1 _ (Y (51
t073m(z_1)z_1Y( )= S(ET)Y (=),

B (2712 AU = (25)
toAm (DY (271 = Bp(z7 Y2718y (7)),
Upm (271 = t0Vam (271) = 8(z7H) Yy (271).

(26)

The RLS algorithm in the I+PD MF synthesis
then becomes

b (k) = toYam (k) + 070, (27)
6" = [ ~Yam(k) —Yam(k—1) —yam(k—2) ],

(28)
0" =[5 5 5], (29)
to=S(1) = 80 + &1 + 5o, (30)

and the generalized functions that give support to
the RM, specifically to the RM in (4) are

Upm (k) = (1 — zg) Au(k — 1), (31)
yam(k) = y(k) - Zdy(k - 1)7 (32)
Yom (k) = (1 = zd)y(k — 1). (33)

The RLS estimation error is observed by loo-
king to the measurable up,, (k) computed by (31)
and comparing it to the estimated one in (27).

LY

XIIT Simp6sio Brasileiro de Automacao Inteligente
“ -+ Porto Alegre — RS, 12 — 4 de Outubro de 2017

2.4  Parameters startup

Tests were performed with PID and I+PD struc-
tures in order to compare performances and to
obtain best results in the sense of asymptotic refe-
rence tracking, even knowing that the I+PD struc-
ture has advantages over ideal digital PID because
it avoids the derivative kick, generally leading to a
more conservative tuning. Due to the differences,
a common ground between these control structu-
res was defined within its parameters, based on
what they share in the continuous case: the Pro-
portional, Integral and Derivative gains.

To ensure the same initial conditions to both
design techniques, a common nominal controller
was used during initial iterations. The used no-
minal controller in the continuous case was ma-
nually tuned by trial and error with: K, = 0.1,
T; = 0.1, Ty = 0.05, where these parameters were
mapped to the discrete PID or I4+PD controller
by the following (backward approximation) equa-
tions (Astrém and Wittenmark, 1995):

T, Ty
=K. (1+=2 34
S0 ( + T + Ts) (34)
oT,
51 = — K. (1+ Tj) (35)
T,
SQ:KCTZ. (36)

The sampling period Ts = 0.1s was used in
all simulations and practical experiments in this
work.

3 Simulation tests and results

3.1  Without load disturbance

To initialize all control methods closer to the same
initial state, the PID described in Section 2.4 was
used during the first 19 seconds of every test. Also,
the step response of the desired RM in (4) was
used to generate a standard output response in
order to measure errors with respect to the RM.

Simulations of the algorithms were run to
compare theoretical and practical results. In Fi-
gure 1 it is shown the simulation of the indirect
self-tuning case, with a desired 7,; = 0.8s, that
resulted in a discrete pole z4 = 0.88.

4 ‘ ‘ ‘
; |
2 ‘
s2r —Output s : i
0 s ‘ s s
0 10 20 30 40 50
4 ‘ ‘ ‘ ‘
i
5 ZK—K—/—L
O
0 s s s s
0 10 0_ 30 40 50
Time (s)

Figura 1: Simulated indirect self-tuning.
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The self—tunmg PID method presented a first-
order behavior with nearly 0.78 seconds of 7.
This slight deviation from the theoretical desired
0.8 seconds occurred because the pole cancella-
tion method used, considers an static approxima-
tion of the estimated plant B(z~') polynomial, i.e.
B(1) = by + by, as presented in (6). The measu-
red mean error between desired RM response and
the control-loop response was 0.65% and the stan-
dard deviation was 1.78%. It is also interesting to
notice the small derivative kick in the control sig-
nal of Figure 1, happening during every setpoint
change after the 19th second, when the indirect
self-tuning was started.

In Figure 2, obtained results with the PID MF
method are presented, also depicting a first-order
behavior. However, 7,; = 0.89s was observed. The
measured error to the reference model response
was of 2.22% and standard deviation was of 4.12%,
demonstrating by these statistical selected metrics
and by simulation, that the performance of the
PID MF method was around 2-times worse than
the indirect self-tuning method, but there is no
derivative kick in the control signal, even with a
PID structure in use.

4 ‘ ‘
: !
3 !
s2F —Output | 1
o s s s s
0 10 20 30 40 50
4
g
s L
o
0 s s
0 10 0 30 40 50
Time (s)

Figura 2: Simulated PID MF method.

In Figure 3, the results of the I+PD MF
method are presented. The 7., = 0.74s was better
than the previous PID MF method result. The
measured error was of 1.37% and standard devia-
tion of 3.82%. Near 2-times worse than the indi-
rect self-tuning, but 7% better than the PID MF
method.

4 : .
E ‘\
o '
=2r —Output ' 1
0 . . . .
0 10 20 30 40 50
4 T
e
2 ]
O
0 . .
0 10 0 30 40 50
Time (s)

Figura 3: Simulated I+PD MF method.
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3.2 Under load disturbance

Disturbance influence was tested only by simula-
tions, since the real physical plant do not have
this test feature. The disturbance d(k) = 0.1V is
applied at the instant of 32 seconds. The plant
simulation model was augmented with a load dis-
turbance model of the form

B(z71)z71
A(z71)

1
Az~

Y(zh) = U™+ D(=71),

(37)

Y

where D(271) is the load disturbance model input.
Note that the load disturbance model shares the
same undamped characteristic polynomial A(z71)
in order to verify if asymptotic disturbance reco-
very occurs.

In Figure 4, the indirect self-tuning adapted
asymptotically to the disturbance, as desired, but
presented a high derivative kick during the set-
point change that followed the disturbance. It is
also interesting to observe that adapting to the
disturbance led the control-loop to a high deriva-
tive kick that vanished later on due to the conver-
gence of the estimation algorithm. However, using
the same PID structure, but in the model-free ap-
proach, the simulation result do not present the
derivative kick (cf. Figure 5).

4 ‘ ‘ ‘
Q ' {
=2r —Output 1 1
O |- [N
0 ‘ ‘ ‘ ‘
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5 ‘ ‘ ‘ ‘
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€0 L
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O
-5 L
0 10 0 30 40 50
Time (s)

Figura 4: Simulated indirect self-tuning under
load.
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Figura 5: Simulated PID MF method under load.

The result observed in Figure 5, regarding the
absence of the derivative kick for the PID MF case,
may seen intriguing if we think only about the PID
structure and abrupt setpoint changes. But by lo-
oking further into the MF algorithm, specifically
to equatlons (13-15), it is evident that the esti-
mated S (2~ 1) polynomial is working with filtered
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versions of u(k),y(k),y-(k), and these filters are
given by design, based on the RM alone.

In Figure 6 the results of the simulated I+PD
MF under load disturbance are shown. Since
the I4+-PD, by structure, is already insensitive to
abrupt setpoint changes regarding the derivative
kick, this algorithm simulation confirms this pre-
mise and also keeps its place as the best perfor-
mance against the other two methods, when 7; is
considered to be as close as possible to the desired
value and the avoidance of the derivative kick is
guaranteed by the I+PD structure plus the MF
approach and its filters given by design.

4 :
;
o
g2r —Output
O |---
0 . . . .
0 10 20 30 40 50
4
I
2 \ f
O
0 . . . .
0 10 40 50

20 30
Time (s)
Figura 6: Simulated I4+PD MF under load.

The drawback of the MF approach to both
PID and I+PD is that the disturbance recovery
observed was not perfectly damped. In figures 5
and 6 it is evident the oscillatory recovery.

4 Results of experimental tests

An Arduino! Uno was used as the data acquisition
(DAQ) device along with the DagDuino? library
for Matlab. The control algorithms were handled
at the Matlab side, while the Arduino board was
merely handling A-D and D-A conversion.

The indirect self-tuning experimental results
are shown in Figure 7. Comparing it to the desi-
red RM response, it was found a measured error of
1.50% and standard deviation of 2.73%. Around
50% worse than observed by simulation. Howe-
ver, if we consider that in practice a noisy signal
is corrupting the measured output data, as can be
observed in Figure 7, this result is within expecta-
tions. This is proved by the observed 7., = 0.82s,
which is close enough to the desired value of 0.8s.

Another interesting result within the practi-
cal test with the Self-tuning PID controller, is the
absence of the derivative kick in the control sig-
nal during step setpoint changes (cf. Figure 7),
contradicting the simulated results (cf. Figure 1).
The only explanation we have for this difference
is a Plant-Model-Mismatch (Seborg et al., 2004),
meaning that during the online identification pro-
cedure, the identified model did not led the Self-
tuning PID to behave in a similar manner as in

Lwww.arduino.cc
2

dagduino

www.mathworks.com/matlabcentral /fileexchange /50784~
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the simulated controller with a simulated model.
However, it does not mean that the derivative kick
effect would never happen again in practice with
our tested plant. A power source change, an Ar-
duino board change or a PC change may produce
a slight difference to the identified model that may
lead to a different tuning of the Self-tuning PID.

; )
2 !
=2 —Output ' 1
0 . . . .
0 10 20 30 40 50
4 T T T :
S
5 zrmf—/—L_J
&}
0 . . . .
0 10 20 30 40 50

Time (s)
Figura 7: Practical indirect self-tuning.

In Figure 8 it is shown the experimental re-
sults using the PID MF controller. The time
constant was 1.0 second. This is the worst re-
sult among all experimental tests and simulated
ones. The measured error to the RM was 2.67%
and standard deviation was 5.54%. Around 36%
worse than what was observed by simulation.
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0 . . . .
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0 . . . .
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Figura 8: Practical PID MF method.

Experimental results of the I+PD MF case
are shown in Figure 9, with a 7,; = 0.88s. The
measured error was 2.20% and standard deviation
of 4.79%. It was 25% worse than the simulated
case.

4 . .
: \
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52r —Output : 1
0 . . . .
0 10 20 30 40 50
4 . . . .
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2 \ ]
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0 . . . .
0 10 20 30 40 50

Time (s)

Figura 9: Practical I+PD MF method.

All tests, simulated and experimental, have
been summarized in Table 1, presenting some of
the metrics used to compare how every control
method analyzed deviated from the RM model ob-
jective.
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S(z71) polynomial.

It is important to remark that the MF method
presented, despite structured to work as a PID or
I+PD controller, is more complicated than it se-
ems to be, due to its filters added by the substitu-
tion of the reference model within the control law.
However, this form of construction leads to an
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Table 1: Errors and standard deviations.
Test Method Error Std. Dev.
Simulat. Indirect ST 0.65% 1.78%
Simulat. PID MF 2.22% 4.12%
Simulat. I+PD MF  1.37% 3.82%
Practical Indirect ST  1.50% 2.73%
Practical PID MF 2.67% 5.54%
Practical I+PD MF  2.20% 4.79%

5 Conclusions

The MF method has presented equivalent perfor-
mance when compared to model-dependent self-
tuning method, since the concept of MR is what
drives both methods. However, based on measu-
red errors and standard deviations presented in
Table 1, the Indirect Self-tuning (ST) PID pre-
sented better results. On the other hand, if the
load disturbance is considered, the derivative kick
will compromise this controller ability to guaran-
tee the closed-loop objective (cf. Figure 4).

The advantage of the presented PID and
I+PD MF method is its application in different
practical situations, as in unknown and time-
varying plant systems. Although the results with
MF were not better than the model-dependent
case, within chosen comparison metrics of measu-
red error and standard deviation to the reference
model response, the MF results were acceptable
from the viewpoint of the adaptation rather than
an exact match to the prescribed time constant.

Another drawback of the MF case when com-
pared to the indirect Self-tuning method is that its
analytical and direct form of development is less
intuitive than the indirect adaptive case. Howe-
ver, when compared to the MRAS case, the pre-
sented MF synthesis for PID or I+PD, seems to
be simpler to be changed in order to synthesize
new MF controllers based on any other control
structure, since all the designer needs to do is to
substitute the model reference into the control law
to find the filtered versions of the input, output
and reference signals given, by design, by the MF
direct self-tuning synthesis covered in this article.

With that thought on synthesizing more con-
trollers based on the MF method presented, in
terms of controller structural complexity versus
plant model complexity, the MF is simpler, since
it does not need to have the number of zeros equal
to the number of the open-loop poles of the plant.
However, it may lead to poor performance when
the plant is of greater order and the selected con-
troller topology is not capable to handle the pro-
blem imposed by the plant, whilst the indirect
Self-tuning method by pole cancellation would de-
mand a controller structure of same complexity
and consequently ideal cancellation of the open-
loop poles, just by increasing the order of the
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overall control system similar to a dynamic com-
pensator, i.e., control based on estimated data fe-
edback, obeying the separation principle (Astréom
and Wittenmark, 2011).

The MF as a dynamic compensator may be
further investigated in a future work in order to
prove, analytically or empirically, its robustness to
sensor failures and noise, as well as the capability
to handle different classes of plants, such as open-
loop unstable or type-1 (integral) systems.

We finish our conclusion depicting the major
advantage of the three algorithms tested in this
work, which is the fact that a single parameter is
necessary in order to tune the asymptotic desired
response: the closed-loop time constant, 7.;. We
also propose as a future work, the hybridization of
this muscular MF technique with the intelligent
monitoring and adaptation of 7.; in order to best
match a desired performance criterion.
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