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Abstract— Motivations and emotions are intrinsically embedded in animal cognition and behavior, particu-

larly in humans. They are responsible for supporting decision making, stimulating different behaviors such that
their internal needs are satisfied. This work proposes the design and implementation of a motivational system
endowed with motivational and emotional capacities for the "Cognitive System Toolkit” (CST), a software toolkit
for cognitive computing being developed by our research group, based on studies from the literature and different
implementations of motivational and emotional systems in known cognitive architectures.
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1 Introduction

Many efforts have been employed to under-
stand how motivations and emotions can be use-
ful for the construction of intelligent systems. In-
spired originally on the earlier studies on general
intelligence in the late 70’s, the field of “Cogni-
tive Architectures” (CAs) arose to designate es-
sential structures and processes of a general com-
putational model inspired by cognition and behav-
ior, becoming an important sub-field of Cognitive
Computing.

In 2010, Samsonovich (2010) conducted a
broad study resulting in a comparative table, pre-
senting a comprehensive review of the most im-
portant implemented CAs in the literature. In this
work, we focus on CAs presenting some sort of mo-
tivational or emotional capability. More recently,
Kotseruba et al. (2016) performed a detailed anal-
ysis of how this field of research developed in the
last 40 years. There are many flavors of CAs, with
different aspects of cognitive modeling being used
in their implementation. In this work, we focus
on CAs presenting some sort of motivational or
emotional capability.

The study of motivational or emotional ca-
pabilities inserts itself under the broader field of
behavior systems. Strictly speaking, if we want to
classify any kind of behavior (performed by ani-
mals or machines), possibly we will discover that
they can be in one of the following classes: ran-
dom, reactive or goal-directed behaviors.

The research on motivational systems is in-
serted in the study of goal-directed behavior.
There are simple kinds of goal-directed behaviors.
Any closed-loop control system, like a thermostat,
performs a sort of goal-directed behavior. When
a thermostat determines the control signals to a
cooler system, it is not simply reacting to an in-
put, but they are changing the environment in or-
der for a goal (e.g. a reference temperature) to
be reached. And due to the inherent feedback
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of a closed-loop system, the environment slowly
converges to this temperature. But goal-directed
systems can be much more complex than a simple
thermostat. The definition of a goal might be as
simple as a precise future state to be reached, or
involve desired properties for a still unknown fu-
ture state, where any feasible future state meeting
these properties might be acceptable.

The concept of motivational behavior in CAs
has its inspiration in studies about human motiva-
tion, realized by Hull (1943) and Maslow (1943) in
Cognitive Psychology. According to Hull’s theory
of behavior, when a motor action is a pre-requisite
to optimize the probability of survival of either an
individual or a species, we say that there is a state
of needness. This need motivates or drives the as-
sociated motor action. So, Hull defines a Drive
as being a variable used to characterize a need.
Drives are used as a measurement of a desirable
future state which a creature must reach, to sur-
vive. In a living being, a drive might be related to
the many needs, such as the need for food, for wa-
ter, for air, the need to avoid injury, to maintain
an optimal temperature, the need to rest, to sleep,
to mate, etc. In an artificial agent, drives are as-
sociated with the desirable behaviors we want the
agent to manifest. They are involved with a de-
sirable future state for the agent. So, a drive can
be seen as the measurement of the agent’s success
in achieving a purpose. Also, a behavior which is
performed to satisfy a drive is said to be a moti-
vated behavior.

The notion of drive is very important for un-
derstanding another critical cognitive capability:
emotions. There is an intrinsic relationship be-
tween motivations and emotions. The concept
of emotions came from cognitive psychology and
philosophy, as an alternative way to address the
problem of behavior generation (Picard and Pi-
card, 1997). There is no consensus about what
emotions really are. Different approaches have dif-
ferent views for what they are and how to model
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them. For example, Sloman (1998), understands
emotions as internal “alarms” which give a mo-
mentary emphasis to certain groups of signals.
Damasio (1994) distinguish between “emotions”,
which affect the body and “feelings”, which are a
cognitive introspection of emotion. Other authors
have completely different views about what emo-
tions are. For example, to Canamero (1997), emo-
tions work like “amplifiers” for motivations, work-
ing as homeostatic processes related to physiolog-
ical variables.

Many well known cognitive architectures (e.g.
SOAR, CLARION, LIDA, CERA-CRANIUM,
MicroPsi, etc.) rely on some sort of motiva-
tion and/or emotion representation in their in-
ternal modules. In order to gain some sort of
goal-directed behavior, motivational or emotional
mechanisms are not simply a hype, but a powerful
tool in the construction of action-selection mech-
anisms. These capabilities are surely expected in
any modern cognitive architecture.

In this work, we propose a Motivational Sys-
tem for the CST Toolkit (Paraense et al., 2016),
a Java-based toolkit for the construction of CAs
being developed by our research group, which
relies on many concepts which are common to
other CAs, but in its current stage of development
still does not have motivational capabilities. In
building our motivational system, we based our-
selves in the Motivational Systems implementa-
tions from CLARION (Sun, 2005; Sun, 2009) and
LIDA (McCall, 2014), proposing some improve-
ments on both implementations.

2 The Cognitive System Toolkit and the
World Server 3D Virtual Environment

The MS we are developing is designed as a
subsystem of the CST (Paraense et al., 2016).
CST is a computational toolkit for the construc-
tion of general purpose CAs being developed in
the Java language at the University of Campinas.
The toolkit relies on a set of core concepts which
were described in (Paraense et al., 2016). Among
these concepts, the notion of a codelet is of ut-
most importance. This notion was introduced
originally by Hofstadter et al. (1994), and fur-
ther enhanced by Franklin et al. (2016). Codelets
are pieces of code that are executed continually
and cyclically, being responsible to perform any
cognitive activity in artificial agents. Codelets
are the basic building blocks used to develop the
mind structure of a cognitive agent, implement-
ing subsystems for many cognitive functions like
attention, perception, emotions, learning and oth-
ers. CST’s codelets are quite similar to those
used in the LIDA cognitive architecture (Franklin
et al.,, 2016). A second important core concept
in CST is the notion of memory objects, which
are conceptual (and computational) entities rep-
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resenting a cognitive agent’s many kinds of memo-
ries. In CST, memory objects are a kind of wrap-
per to any data which is supposed to be used by
a codelet. They are used as input and output

variables, for long-term or short-term use. More
details on the CST project can be found in (Raizer
et al., 2012), (Paraense et al., 2016).

Figure 1: The WorldServer 3D Application.

To test and evaluate our MS, we used the
WorldServer3D application (WS3D), a virtual en-
vironment developed by our research group at
Unicamp. Figure 1 provides a screenshot of the
WS3D interface. WS3D allows the simulation of
a virtual environment where the user is able to
test different agent minds to an artificial creature,
a character which has a series of tasks in the vir-
tual environment. The creature “lives” in a 3D
virtual world, where it can find food (apples and
nuts) and valuables (jewels of different colors). An
agent can sense these objects and perform a set of
actions on them. In the case of jewels, an agent
can get them (put in its bag) or bury them (hide it
from an opponent). In the case of nuts and apples,
an agent can get them (put in bag), bury them, or
eat them. Once an object appear at the environ-
ment, it stays there until they are picked, or eaten
(food). The difference between apples and nuts is
that apples become rotten after some time (looses
its ability to supply energy), but nuts do not. A
leaflet provides combinations of jewel colors which
can be exchanged by points. The goal of the crea-
ture is to maximize its points while maintaining
its energy balance. For that, it needs to evaluate
its leaflet and try to pick jewels which maximize
its income of points, while maintaining its energy
balance. Creatures can bury apples, nuts or jew-
els, to avoid that other creatures pick them, if they
are competing in the virtual environment. Know-
ing the exact position where they were buried, the
creature can return later and pick the object by
first unburying them. This could be a strategy if
their bags are full. If the creature’s energy level
reaches the value 0, the creature dies.
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3 The CST Motivational Subsystem

Our Motivational System is constructed on
top of many ideas collected from the literature,
from where we derived our proposal. One impor-
tant background theory we are relying on is the
theory on Subsumption Architecture. The Sub-
sumption Architecture is a generic name for a fam-
ily of computational architectures used in intelli-
gent control (particularly in robotics), developed
by Rodney Brooks in the 90’s, which gave rise to
the whole Behavior-based Robotics research field
(Arkin, 1998).

Some authors (Nakashima and Noda, 1998;
Hamadi et al., 2010; Heckel and Youngblood,
2010) proposed a Dynamic Subsumption scheme,
in which there is no fixed dominant input in a sup-
pression node, but this dominance can be changed
dynamically in time, according to specific situ-
ations. Dynamical subsumption is the standard
way in which CST merges multiple behaviors af-
fecting the same actuators. Our Motivational
Subsystem is a variation of this scheme, using
Hull’s (Hull, 1943) ideas of needs and drives. Con-
sidering that a drive is a kind of a measure of the
intensity of a need, this drive is used to evalu-
ate the relative importance of a specific behavior
it is attached to. So, many alternative behaviors
are evaluated in parallel, according to the agent’s
many needs and the dynamic subsumption mech-
anism selects the behavior related to the most ur-
gent need. It is implicit in this view that the be-
havior affected by the drive might cause a reduc-
tion in the corresponding need.

Motor
Memory

Drive
Memory

Motivational
Behavior
Codelets

Motor
Codelet

Figure 2: How Motivated Behaviors are driven.

Figure 2 illustrates how drives are used to
motivate a behavior. We use CST’s concepts of
codelets and memory objects in order to compose
the motivational system. Codelets are represented
as rounded boxes and memory objects as circles
within dotted rounded boxes (the different mem-
ories in the system - see (Paraense et al., 2016)
for a more elaborate description of codelets and
memory objects). The idea is that many behav-
iors provide different motor prescriptions for the
same actuator X. The different drives D1, D2 and
D3 will be used to produce three different mem-
ory objects {X;, F; }, each one holding a pair with
X; being a motor signal and F; being an evaluator
for the memory object. The Memory Container in
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the Motor Memory will be used to choose which
motor signal X; will be conveyed to the Motor
Codelet (the one with biggest E;).

In our model, drives are memory objects gen-
erated by Motivational Codelets in two ways: 1)
directly from sensory variables or ii) derived from
other existing drives in the agent. In the first case,
drives are said to be of a primary type. In the sec-
ond case, they are said to be of a secondary type,
being necessarily considered High-level Secondary
Drives. According to (Buck, 1988; Sun, 2009) the
High-level Secondary Drives are more changeable,
and can be acquired to satisfy the primary drives
through of “conditioning” or from external instruc-
tions.

Motivational
Codelets

. Drives
| Memory

Figure 3: Drives are generated by Motivational
Codelets.

In figure 3 we show Motivational Codelets
generating a set of drives. Drives D1 and D2
are Low-level Primary Drives, D3 is a High-level
Primary Drive and D4 is a High-level Secondary
Drive.

Different cognitive architectures (Sun, 2009;
McCall, 2014) propose that there might be a
functional distinction between high-level and low-
level primary drives, and also high-level secondary
drives. If all the drives are functionally exactly the
same, there might be situations in which the sys-
tem might give preference to e.g. a social drive,
like ”social acceptance” instead to a physiologic
drive like hunger. This is acceptable in a normal
situation, but if both drives are in a state of “ur-
gency”, in which the system have a risk to collapse
(as e.g. in a state of minimum energy), it is clear
that the hunger drive must have some sort of pri-
ority, due to the potential harmful consequences to
the system (if the system shuts down due to lack
of energy, the social “urgency” has no meaning at
all). To allow a special treatment in situations of
“emergency”’, we introduced a special mechanism
in our model of motivations. This special mecha-
nism works as follows. Besides the activity level, or
intensity, already associated to a drive, we include
now more two parameters: urgency threshold and
priority. The urgency threshold is a limit value
for the activity level that, up reaching this value,
the drive is considered to be in a state of urgency.
In this state of urgency, instead of using the ac-
tivity level to select among different drives, the
system must use a fixed priority assigned to the
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drive, which will warranty that the correct drive
will win among motivated behaviors.

Secondary drives require a further elabora-
tion, as they are directly dependent of other
drives. To compute the activity level of a sec-
ondary drive, Motivational Codelets perform a
weighted average of their input drives, modulated
by a relevance factor. This relevance attribute is
a numeric variable ranging from 0 to 1, which is
multiplied by the activity level of the input drive
to compute the secondary drive activity level.

Finally, our motivational subsumption system
includes the effect of emotions. For that, we
will be relying on Canamero’s model of emotions
(Canamero, 1997) where emotions are viewed as
cognitive distortions on the map of drives, chang-
ing for a given time the relative intensity of the
different drives on the system, amplifying some
drives and decreasing the intensity of others. For
that purpose, we include another parameter in our
conception of drive: emotional distortion, which
is a value (positive or negative) which is summed
with the activity level of a drive, in order to pri-
oritize the motivated behaviors. In our architec-
ture, the definition of this emotional distortion is
assigned to Emotional Codelets, as illustrated in
figure 4.

Emotional
Codelet

Mood
Codelet

Figure 4: Emotional Codelets might assign a cog-
nitive distortion to drives.

Emotional codelets are modulated by Moods.
Moods are a kind of emotional state which is
determined by Mood Codelets, based on sensory
data acquired from the environment. Depending
on being in a mormal mood, or on an alternate
mood like sleepy, worried, terrified, in love, etc.,
the emotional codelet might determine a cognitive
distortion to the drives landscape, making that a
different priority is used to select motivated be-
havior.

Theorem 1 A drive d is defined as a tuple d =
{A,0,6,p} where:

o A is the activity level representing the inten-
sity of the drive, A € [0,1]

e 0 is the urgency threshold such that if A > 0
then the drive is in a state or urgency, 6 €
[0,1].

® § is the emotional distortion which should be
added to A in order to compute the intensity
of the drive, 6 € [-1,1] and 0 < (A+46) < 1.

e p is the priority, p € [0,0.5], which is used to
assign a fixzed priority while in urgency mode.

Now, based on this definition of drive we can
understand how the calculation of the Fval value
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in the Memory Objects which are generated by
the Motivational Behavioral Codelets should be
computed:

Theorem 2 The calculation of the Eval param-
eter of a Memory Object generated by a Motiva-
tional Codelet, should adopt the following criteria:

Fuval = {

If we follow theorem 2 we will see that while
in normal mode, Eval will be a number between
0 and 0.5, while if in urgency mode, Eval will be
a number between 0.5 and 1. Using this conven-
tion, we have a warranty that while in a state of
urgency, the drive with the biggest priority will
always be selected by the dynamic subsumption
mechanism. This is depicted in figure 5.

if (A+06) >0,
if (A+0)<8.

0.5+7p

(A+5)/2 )

0.5

0 1
| | |
{ I }

Normal Urgency

Figure 5: Value of Eval while in Normal or Ur-
gency Mode.

4 Development and Experiments

Our MS was developed and included as a
motivational package into CST source code. The
code for the following classes were included:
Drive, Mood, MotivationalCodelet and Mood-
Codelet.

We developed unit and integration tests of
these classes, verifying the behavior of each class
separately and together. Performance tests are
still missing, though.

4.1  FExperiments

To verify the efficiency and effectiveness of our
motivational package, two applications were devel-
oped, controlling intelligent agents in the WS3D
virtual environment. The first one is a refer-
ence application, using a purely reactive behav-
ior. The second one is an application embedding a
motivational system using our motivational pack-
age. Both applications relates to the same sce-
nario, consisting of playing a game where a crea-
ture must capture a set of jewels prescribed by a
leaflet, while keeping their energy level above zero.
At the beginning of each simulation, the environ-
ment generates three leaflets for each creature,
and a fixed amount of jewels (of different types) is
randomly distributed at the environment. Jewels
have a finite set of colors: blue, magenta, white,
red, green and yellow. The total number of jewels
for each leaflet is 9.

The creature’s energy level can range from a
maximum of 1000 to a minimum of 0, when the
creature dies. This energy level decreases by steps



Sepisin Bt ds Aufonaro el

of 50 throughout the simulation time. Both appli-
cations are able to perform the following behav-
iors:

e Random Movement: responsible for perform-
ing random movements.

Collision avoidance: responsible for avoiding
collisions in walls present in the simulation
environment.

Capture a Jewel: responsible for capturing a
jewel while next to it.

Eat Food: responsible for eating an apple or
nut, while next to it.

Bury a Jewel or Food: responsible for burying
a jewel or food while next to it.

Go to the Closest Jewel: responsible for mov-
ing the agent to the nearest jewel.

Go to the Closest Food: responsible for mov-
ing the agent to the nearest food.

Even though these behaviors are present in
both applications, their implementation is differ-
ent in each of them.

The simulation time for both the reactive and
the motivational controller is 15 minutes. The ex-
periment was run five times for each controller ap-
plication, implying in 5 different scenarios in terms
of jewels and food.

4.2 The Reactive and Motivational Controller
Applications

The following Motivational Codelets were de-
veloped for the motivational controller: Hunger,
Ambition, Boredom and Danger Avoidance. They
are responsible for generating and maintaining
drives for specific behaviors in the creature. The
hunger drive incites the creature in looking for
food. This drive is triggered by the creature’s en-
ergy level. If it is too low, this drive is high. As
soon as the creature encounters food and eats it,
its energy increases and the drive decreases. The
Ambition drive causes the creature to explore the
environment looking for its leaflets jewels. Un-
like the hunger drive, the ambition drive tends
to always get higher, representing that the clos-
est it is from its final goal (the overall leaflet), its
ambtition becomes higher. However, as soon as
the creature completes its leaflets, the ambition
drive’s activation decreases to zero. The Boredom
drive increases according to whether the creature
stays for a long time (20 seconds) in the same
position in the environment. Generally, this oc-
curs when the creature does not find the objects
it wants, and consequently, it rotates on its own
axis in the same position. This drive encourages
a random movement behavior, such that the crea-
ture might go to a different position and possibly
be able to detect objects which cannot be detected
from the current position, possibly "hidden” be-
hind walls. Finally, the Danger avoidance drive
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prompts a creature to avoid collisions with envi-
ronmentally unreliable objects. If a creature, in
its way to a different position is risking to collide
with an object (wall, food, or jewelry), the acti-
vation of this drive increases significantly and en-
courages different actions according to the object
in front of it. For example, if the creature is risk-
ing to collide with a jewel that is not in its leaflets
or a food that is in the way while going some-
where, then the creature buries them. In the case
of buried food, the agent has the ability to store
the positions where it buried them, and later, if
necessary, unbury and eat it.

The creature’s visual sense also affects the
many drives. When the creature perceives a food
in its visual field, the hunger drive activation
grows by 20%. The same happens with the drive
of ambition when the creature perceives a jewel
in its leaflets, which causes an increase of 20% in
its activation. When the agent perceives walls in
their visual field, the danger avoidance drive in-
creases by 0.05.

Table 1 prescribes the many parameters used
for these drives, together with the used heuristics
for each of them.

Table 1: Drives’ parameters

Drive Priority | Urgency Formula
Hunger 0.3 0.8 A =0.95xmax(Fy, Fy (1 + Fy))
Ambition 0.2 0.9 A =0.95xmax(Aq, Ag x (1 + J5))
Boredom 0.4 0.8 A = T,,/20000
Danger | 0.45 0.8 A= {08+ B ifBa<=40
B, ifBy > 40

where A is Activation, Fy is Food deficit, F is
Food stimulus, A, is Ambition deficit, J; is Jewel
stimulus, T, is Time in same position(ms), By is
Block stimulus and By is Block distance

The reactive controller exhibits the same be-
haviors used in the motivational controller. How-
ever, the reactive controller uses a classical Sub-
sumption architecture, as proposed by Brooks
(1986) for decision making. According to the Sub-
sumption architecture, behaviors are structured
into layers of preference, such that a higher level
behavior inhibits a lower level one. In the reac-
tive controller, when a jewel or a food enters the
field of vision, both the "go to the nearest jewel”
and "go to the nearest food” behaviors are acti-
vated. However, since "going to the nearest jewel”
is more relevant than “going to the nearest food”,
the last one is inhibited by the former. The "ran-
dom movement” behavior inhibits “going to the
nearest jewel” and ”going to the nearest food”.
"Collision Avoidance” inhibits ”going to the near-
est jewel”, “going to the nearest food” and "random
movement”. And finally, ”going to the nearest
jewel” inhibits "going to the nearest food”. There
is only one situation when "go to the nearest food”
inhibits the "go nearest jewelry” behavior. This
occurs when the creature’s energy is less than or
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equal to 40%. “Eating food” and "Capture jewel”
will only be active if the creature is close enough
to food or jewel (less than 60 pixels). More de-
tails on the reactive controller can be found in the
application source code, according to the link in
section 6.

5 Results and Data Analysis

Figures 6 and 7 provide a summary on how
the creatures energy has changed for the reactive
and the motivational controller, along the five ex-
periments for each case.
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Figure 6: The Creature’s Energy spent along of
the time by Reactive Controller.
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Figure 7: The Creature’s Energy spent along of
the time by Motivational Controller.

The motivational controller never reached its
minimum energy. Even though the reactive con-
troller also demonstrated a good performance, re-
garding energy balance, in three experiments (Sec-
ond, Fourth, and Fifth) the creature totally lost
its energy. If we look at the average of both graph-
ics, the motivational controller controlled the crea-
ture’s energy more effectively than the reactive
controller, because for most of the execution time
the creature’s energy remained above 50%. In con-
trast, the reactive controller allowed the energy
level to be below 55% for the most of the experi-
ment time. The experiment that obtained the best
result for the reactive controller from the point of
view of energy expenditure was the first, where
the creature’s energy decreased at a worst case
in 30% of the total (at 504 seconds). The worst
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result was the second experiment where the crea-
ture’s energy reached 0% at 504 seconds. For the
motivational controller, the best result was in the
fifth experiment, where the critical energy point
was 26% at 326 seconds. The worst experiment
was the second, where the critical point reached
5% energy at 523 seconds.

Figures 8 and 9 show the percentage of leaflet
jewels captured by the agent during the experi-
ment time, for the five experiments.

Creature's Leaflet
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Figure 8: Percentage of Jewels Captured from Re-
active Controller.
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Figure 9: Percentage of Jewels Captured from Mo-
tivational Controller.

As we can see from the graphics above, both
the reactive and the motivational controller were
able to finish their goal in capturing jewels in all
the experiments. But the motivational controller
was able to finish its capture earlier than the re-
active controller. In the average time series, the
motivational controller finished his leaflets at 362
seconds while in the average reactive time series,
it was able to conclude only at 790 seconds. In ad-
dition, in the only experiment where the reactive
controller was faster in concluding its leaflet, (the
fourth experiment), the creature ran out of energy
at 769 seconds. The worst result of the reactive
controller was in the third experiment, where the
creature completed its leaflets only at 790 seconds.
In this experiment, though, the creature was able
to maintain its energy level above zero. The best
result for the motivational controller was in the
second experiment, where it was able to conclude
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the leaflet at 254 seconds. Its worst experiment
was the fifth experiment, finalizing the leaflets at
362 seconds. Figure 11 provides a comparison of
all these tests. Figure 10 shows the activation of
the many different drives along the five experi-
ments, for the motivational controller.
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Figure 10: Drives activation of Motivational Con-
troller.
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Figure 11: Comparison Between the Motivational
and Reactive Controllers.

6 Conclusion

In this work we proposed a motivational sys-
tem to be integrated in CST, the Cognitive Sys-
tems toolkit. This motivational system was tested
in a simple experiment which provided good re-
sults, outperforming a purely reactive one. Our
motivational system is inspired in the MS system
in Clarion, but is different in many ways. Even
though the Clarion MS is able to differentiate be-
tween low level and high level primary drives, al-
lowing a mechanism were priority is assigned to a
class of drivers over others, our implementation,
using the priority and urgency threshold parame-
ters provides a better mechanism, where a whole
pyramid of needs (as e.g. in Maslow’s theory) can
be modeled (while in Clarion only 2 levels are pos-
sible). Our mechanism also allows an emotional
distortion to be applied. Nevertheless, these ad-
vantages might require further testings in order to
be fully evaluated.

The following links provide access to the
source code of the most recent version of all the
software used in this project.

e https://github.com/CST-Group/cst.git.
https://github.com/CST-
Group/MotivationalSystem WithWorldServer3D.git.
https://github.com/CST-

Group/ReactiveSystem WithWorldServer3D.git.

http://cst.fee.unicamp.br/.
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